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(b) The District Commander may ex-
empt bridges over waterways with no
significant nighttime navigation from
the lighting or other signal require-
ments in this part.

(c) The District Commander may pre-
scribe special lighting or other signals
in specific cases when the lighting or
other signals in this part may not pro-
vide adequately for the safe passage of
vessels.

(d) While a bridge is under construc-
tion, the District Commander pre-
scribes the temporary lights and other
signals to be displayed for the protec-
tion of navigation.

[CGD 84-022, 51 FR 16313, May 2, 1986]

§118.45 Lighting for the protection of
aerial navigation.

The owner of a bridge which con-
stitutes a hazard to aerial navigation
should maintain, in addition to the
lights prescribed in this part, such
lights as may be prescribed by the Ad-
ministrator, Federal Aviation Adminis-
tration.

[40 FR 24898, June 11, 1975, as amended by
CGD 175-046a, 42 FR 56954, Oct. 31, 1977]

§118.50 Inspection.

Lights and other signals required or
authorized under this part are subject
to inspection at any time by Coast
Guard personnel or authorized agents.

[CGD 84-022, 51 FR 16313, May 2, 1986]

§118.55 Periods of operation.

(a) Lights shall be displayed from
sunset to sunrise and at other times
when the visibility is less than one
mile.

(b) Operators shall not be required to
exhibit the prescribed lights during
seasons when vessels are unable to
navigate in the vicinity of the bridge.

(c) The operation of signals other
than lights shall be as prescribed by
the District Commander. Each case
shall be considered individually.

§118.60 Characteristics of lights.

All lights required or authorized
under this part must be securely at-
tached to the structure and of suffi-
cient candlepower as to be visible
against the background lighting at a
distance of at least 2,000 yards 90 per-

§118.65

cent of the nights of the year. Lights
must meet the requirements of this
part. Lights shall be fixed lights ex-
cepting as provided in §§118.95. 118.110
and 118.150 of this part. Color specifica-
tions are not prescribed for bridge
lights, however, the chromaticity
standards for navigation lights in 33
CFR Part 84—Annex I are rec-
ommended.

[CGD 84-022, 51 FR 16313, May 2, 1986, as
amended by USCG-1998-3799, 63 FR 35530,
June 30, 1998]

§118.65 Lights on fixed bridges.

(a) Each fixed bridge span over a nav-
igable channel shall be lighted so that
the center of the navigable channel
under each span will be marked by a
range of two green lights, and each
margin of each navigable channel will
be marked by a red light: Provided,
That when a margin of a channel is
limited by a pier, only those lights pre-
scribed in paragraph (b) of this section
shall be required to mark such channel
margin. The green lights shall each
show through a horizontal arc of 360°;
they shall be securely mounted just
below the outermost edge of the bridge
span structure so as to be visible from
an approaching vessel. Each red light
shall show through a horizontal arc of
180°, and shall be securely mounted just
below the outermost edge of the bridge
span structure to show 90° on either
side of a line parallel to the axis of the
channel so as to be visible from an ap-
proaching vessel.

NoTE: Until such time that major repairs
to or replacements of existing fixed span
navigation lights colored green are made, it
is permitted that only one of these lights
marking the centerline of the same channel
under a span shall be visible to an approach-
ing vessel. When major repairs to or replace-
ment of such existing green lights are made
they shall conform with this paragraph.

(b) Pier lights. When the navigable
channel extends from pier to pier or
when piers are located within the navi-
gable channel, each end of such piers
shall be lighted with a red light. Each
such light shall show through a hori-
zontal arc of 180°, and shall be securely
fastened at the end of the pier as low as
practicable but not lower than 2 feet
above navigable high water to show 90°
on either side of a line parallel to the
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